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By contacting us you will meet an open and flexible organization, who will assist in finding the best solution to your 
communication needs. Our ambition is to deliver innovative engineered products and services to the Maritime - 
and Oil and Gas Industry worldwide.

Phontech AS was established in 1987, and is today one of the world’s leading manufacturers of Internal Communi-
cation Systems for Marine applications as well as PAGA and PABX Systems for the Oil & gas Industry. 

In 1996, Phontech AS joined the Jotron Group, to make a stronger force and to become more competitive. In order 
to serve the global market, the group has established branch offices in three strategic locations:
Singapore, Houston/USA and Newcastle/UK.

Jotron Phontech is located in Horten, Norway, with 50 employees serving agents and distributors all around the 
world. Elements such as sales and marketing, development, engineering, production and logistics are key factors 
within our unit in Horten. Jotron Phontech  is certified to ISO 9001 standard, which is required especially in the oil 
and gas industry, and by our Navy clients. Our products have, and will continue to be certified and approved by 
many of the world`s leading vessel classification societies like; DNV, CCS, RMRS, ABS, RINA and GL. In addition we 
have approvals from NPD (Norwegian Petroleum Directorate) and several of our products are designed according 
to NORSOK standard.

					     Tor Kristian Lystad – Managing Director/Sales and Marketing Manager
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COMMAND INTERCOM SYSTEM
Phontech Cammand 
Intercom System: CIS 3000
The concept CIS 3000 consists of a line of different 
master stations; Type 3100 (5 ext.), type 3101 (10 ext.), 
type 102 (20 ext.), and the extended facility units 
3130/3131/3132 (15 ext. + 4 remotes). In addition, the 

systems are completed with various substations from 
the 9000-series. The compact design is made accor-
ding to DIN 144 standard sizes, harmonizing with our 
other models for console mounting. All master stations 
have a black keypad with integrated operator swit-
ches, indicator LED`s, loudspeaker, microphone and 
volumecontrol. The operation is simplex, controlled by 
the master station with priority.
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TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000
3100		  16771	 		  Master Station, 5 lines

• Flush or bulkhead mounting
• Integrated mic & loudspeaker
• Connection for goose neck / handmic
• Connection for extra loudspeaker
• Volume control in front
• Bridge wing extensions
• 24 vdc
• 12 w output
• Weight: 0,85 kgs
• Dimensions: 144x144x100 mm

• Flush or bulkhead mounting
• Integrated mic & loudspeaker
• Connection for goose neck / handmic
• Connection for extra loudspeaker
• Volume control in front
• Bridge wing extentions
• 24 vdc
• 2 x 12 w output
• Weight: 0,9 kgs
• Dimensions: 144x144x100 mm

• Flush or bulkhead mounting
• Integrated mic & loudspeaker
• Connection for goose neck / handmic
• Connection for extra loudspeaker
• Volume control in front
• Bridge wing extentions
• 24 vdc
• 4 x 12 w output
• Weight: 1,15 kgs
• Dimensions: 144x192x100 mm

• Flush or bulkhead mounting
• Integrated mic & loudspeaker
• Connection for goose neck / handmic
• Connection for extra loudspeaker
• Volume control in front
• Bridge wing extensions
• 24 vdc
• Total 30 w output
• Weight: 1,25 kgs
• Dimensions: 144x192x100mm

3101		  16774 		  Master Station, 10 lines

3102		  16785		  Master Station, 20 lines

3130		  16791 		  Master Station, 15 lines + 4 remote
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TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000
3131		  16789 		  W.T. Remote Station, IP55, 15 lines + 4 remote

• Flush or bulkhead mounting
• Integrated mic
• Connection for goose neck / handmic
• Connection for extenal loudspeaker
• 24 vdc
• Total 30 w output
• Weight: 0,75 kgs
• Dimensions: 150x200x78 mm

• Flush or bulkhead mounting
• Integrated mic & loudspeaker
• Connection for goose neck / handmic
• Connection for extenal loudspeaker
• Volume control in front
• 24 vdc
• Total 30 w output
• Weight: 1,1 kgs
• Dimensions: 144x192x100 mm

3132		  16787 		  Remote Station, 15 lines + 4 remote

		  15062		  Built-in PCB for 310x for max 8 sub stns. w/ext.sign.

3131P  	 17555  		  Portable Remote Station IP55, 15 lines + 4 remote
• 5m cable & plug
• Integrated mic
• Total 30w output
• Weight: 2,10kgs
• Dimensions: 320x240x100

9034  	 17556  		  Plugbox 7pin for 3131P
• Weight: 0,3 kgs
• Dimensions: 100x130x52mm
• IP56
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• Weight: 0,65 kgs
• Dimensions: 200x148x100 mm

		  15429 		  PA Interface for 3130, rack mounting

		  16423 		  PA Interface for 3130, wall mounting

		  14256 		  Wall box for 3100/3101

TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000

• Lenght: 323 mm
• Weight: 0,25 kgs

		  17343 		  Goose neck microphone

		  14582 		  Set of spare parts for 3100/3101 system

		  11617 		  Set of spare parts for 3102/3130 system

9001		 17570 		  Indoor Unit, wall mounted
• For cabins & mess rooms
• 2 way speaker
• Calling signal & PTT
• Weight: 0,3 kgs
• Dimensions: 130x100x52 mm
• IP31

		  14258 		  Wall box for 3102/3130/3132

• Weight: 0,75 kgs
• Dimensions: 200x196x100 mm
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TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000

9004		 17573 		  WP Call Unit

• For connection to 2-way speaker
• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56

• w/10m cable & plug
• Weight: 0,7 kgs
• Noise Cancelling Microphone

0005		 11249 		  Headset

0010		 11252		  Portable Talk-Back unit

9009		 17574 		  WP Call unit w/socket

		  11220 		  Bracket for headset

• w/10m cable & plug for 9009
• Weight: 1,9 kgs
• Dimensions: 139x197 mm

• Connector for 0010
• Weight: 0,3kgs
• Dimensions: 100x130x52 mm
• IP-56

9003		 17572 		  Substation for headset
• w/relay Max 8A and lamp
• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56

9135		  16947 		  ECR Telephone, w/relay
• Call Lamp
• Relay Max 2A
• Weight: 0,8 kgs
• Dimensions: 144x240x155 mm
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• console mounted
• Weight: 0,3 kgs
• Dimensions: 120x80x70 mm (+ mic.)

9011		  17575 		  Plugbox, weatherproof

0012		 11254 		  Mic. station w/goose neck & ptt

• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56

TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000

0013		  11255 		  W.T. Bridge Wing unit

• w/mic.contact
• Loudspeaker connection
• Weight: 3,0 kgs
• Dimensions: 100x130x52 mm

• w/mic.contact
• Loudspeaker connection
• Weight: 0,25 kgs
• Dimensions: 96x144x52 mm

9013		  15069 		  Indoor Bridge Wing unit

9014		  14823		  Power Supply

9016		 17576 		  WP Substation for Loudspeaker

• 220/110 vac – 24 vdc, 3A
• Weight: 0,9 kgs
• Dimensions: 210x160x102mm

• w/relay & headset connection
• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56
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TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000

9217		  14199 		  Handmic w/cable and plug
• Waterproof
• Weight: 0,25 kgs

• 25 watts,
• 24 vdc
• Weight: 1,65 kgs
• Dimensions: 120x220x90 mm

0019		 11262 		  Line Amplifier

9052		 15898		  Sub Station

		  16341 		  Console mounted connector for 9017/ 9117

• 2 way speaker
• Weight: 0,6 kgs
• Dimensions: 130x100x52 mm
• Stainless steel AISI 316 Front
• IP-55

• 2-ways for Bridge Wing,
• Splashproof
• Weight: 0,25 kgs

9017		  14197 		  Handmic w/cable and plug

9117		  14198 		  Handmic w/cable and plug

• Indoor type
• Weight: 0,25 kgs

• w/handset
• Weight: 1,5 kgs
• Dimensions: 210x96x147 mm

9018		 14279 		  Indoor Bridge Wing Telephone
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• For headset and handmic, 10 m

		  15203 		  Extension cable

		  15204 		  Extension cable

• For headset and handmic, 5 m

TYPE		 ART NO.		  COMMAND INTERCOM SYSTEM

					     CIS 3000

• Weight: 0,4 kgs
• Dimensions: 240x154x68 mm
• IP-66

• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56

GHG-411	 11297 		  EX Calling Unit

DSP-15EExeN	 16707		  Loudspeaker 15W, 20 ohm, Ex demIIB + H2 T6

0043		 13172 		  EX interface for 3 substations

9041		  17577 		  EX interface for 1 substation

• Weight: 2,0 kgs 
• Dimensions: 144x207mm

• Weight: 0,3 kgs
• Dimensions: 150x200x75 mm
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BATTERYLESS TELEPHONE SYSTEM
Phontech Batteryless Tele-
phone System: BTS 4000
System BTS 4000 is an emergency telephone system 
without the requirement for any external power supply. 
All energy required for 4-6 minutes of continuous ope-
ration is produced by the call generator. The system is 
equipped with a sophisticated, extremely low power 
amplifier with high power and low distortion output. The 
amplifier is integrated in one of the telephone units to 
reduce the installation cabling. The system may also 

be connected to 24VDC power supply to ensure conti-
nuous operation under normal conditions. The system 
automatically switches to batteryless and emergency 
operation in case of mains failure.

The system is based on three types of units; 4050 –  
single line (direct call), 4060 -12 lines version and 4040 
-24 lines version. Any configuration needs one master 
telephone with a built-in amplifier, either 4051 –single 
line or 4061 – 12 lines version. For 24 lines version a 
separate speech amplifier type 4000 is needed.
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TYPE		 ART NO.		  BATTERYLESS TELEPHONE SYSTEM

					     BTS 4000
4000		 11289		  Speech Amplifier Unit

• Max 24 lines
• Weight: 0,7 kgs
• Dimensions: 180x150x75 m

• 4 lines
• Wall mounted
• 24vdc
• Max 24 lines
• Weight: 13,4 kgs
• Dimensions: 400x500x210 mm

• 24 lines
• wall mounted
• 24vdc
• Weight: 15,45 kgs
• Dimensions: 400x500x200 mm

4004		 12070		  I.S. Buffer Unit

		  11146			  For 2 extra lines (max 12)

4005		 12091		  I.S Telephone

4005		 16386		  I.S Telephone

4015		  12553		  I.S. Buffer Unit

• I.S. Barrier

• Wall mounted
• Weight: 3,3 kgs
• Dimensions: 160x260x180 mm

• w/ buzzer
• Wall mounted
• Weight: 3,3 kgs
• Dimensions: 160x260x180 mm
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TYPE		 ART NO.		  BATTERYLESS TELEPHONE SYSTEM

					     BTS 4000
4016		 12554		  I.S Telephone

• 24 lines
• Wall mounted
• Weight: 4,0 kgs
• Dimensions: 160x260x180 mm

• Weight: 7,85 kgs
• Dimensions: 300x400x210 mm

4012		  13355		  WT Portable Cabinet for Telephone

4013		  13356		  WT Plugbox for 4012

4040		 16854		  Telephone Unit

		  315213		  Wallbox for 4040/50/51/60/61

• Weight: 1,6 kgs
• Dimensions: 180x180x90 mm

• 24 lines
• Without amplifier
• Must be used w/4000 amplifier unit
• Console mounted
• Weight: 1,15 kgs
• Dimensions: 144x240x155 mm

• Weight: 1,05 kgs
• Dimensions: 240x154x68 mm

4014		  12534		  Weatherproof wall cabinet w/buzzer
• Weight: 5,5 kgs
• Dimensions: 480x320x200 mm
• IP-56

4016B	 16744		  I.S Telephone w/buzzer
• 24 lines
• Wall mounted
• Weight: 4,0 kgs
• Dimensions: 160x260x180 mm
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TYPE		 ART NO.		  BATTERYLESS TELEPHONE SYSTEM

					     BTS 4000

4051		  16781		  Telephone Unit

• 1 line
• With amplifier
• console mounting
• Weight: 1,15 kgs
• Dimensions: 144x240x155 mm

• 12 line
• Without amplifier
• Console mounting
• Weight: 1,15 kgs
• Dimensions: 144x240x155 mm

4060		 16780   		  Telephone Unit

4061		  16776		  Telephone Unit
• 12 line
• With amplifier
• Console mounting
• Weight: 1,15 kgs
• Dimensions: 144x240x155 mm

• 1 line
• Without amplifier
• Console mounting
• Weight: 1,15 kgs
• Dimensions: 144x240x155 mm

4050		 16782		  Telephone Unit

9026   	 17160  		  Dimmer Module
• Weight : 0,25kgs
• Dimensions: 48 x 144x35mm

		  16035		  Table Console for 4040/50/51/60/61
• Weight: 0,85 kgs
• Dimensions: 280x180x130 mm
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TYPE		 ART NO.		  BATTERYLESS TELEPHONE SYSTEM

					     BTS 4000

9011		  17575		  WT Plugbox for headset

• Weight: 0,40 kgs
• Dimensions: 130x100x52 mm
• IP-56

• w/10m cable & plug
• Weight: 0,8 kgs
• Noise Cancelling Microphone

0018		 11288		  Headset

9010		  15353			  Headset

0032A	 15494		  I.S. EX Headset

• w/10m cable
• Fixed connected
• Weight: 0,8 kgs
• Noise Cancelling Microphone

Fixed to 4005 telephone
• Weight: 0,8 kgs
• Noise Cancelling Microphone

• For external signal
• Weight: 0,3 kgs
• Dimensions: 130x100x52 mm
• IP-56

		  11619			  Set of Spare Parts for 4000 system

9000		 17569		  Relay Unit
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• For 4040/50/51/60/61 telephones

4018		 17567		  Plugbox for headset

		  15056		  Plug-in Relay for external signal

• w/off button
• Weight: 0,3 kgs
• Dimensions: 130x100x52 mm
• IP-56

TYPE		 ART NO.		  BATTERYLESS TELEPHONE SYSTEM

					     BTS 4000

4052		 15154			  Junction Box

• Max. 4 telephones
• Weight: 1,5 kgs
• Dimensions: 160x160x90 mm

• Max. 12 telephones
• Weight: 2,8 kgs
• Dimensions: 340x160x90 mm

4053		 15155			  Junction Box

• For headset and handmic, 10 m

		  15203 		  Extension cable

		  15204 		  Extension cable

• For headset and handmic, 5 m
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Phontech Digital Integrated 
Communication System: 
DICS 6100
The DICS 6100 Integrated Communication System is a di-
gital communication system meeting all aspects of inter-

DIGITAL INTEGRATED 
COMMUNICATION SYSTEM

nal and external communication onboard ships. Based 
on the latest technology its flexible configuration is a 
cost effective solution for Intercom, Telephone, Public 
Address, Alarm, Loudhailing and Entertainment.

18
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TYPE		 ART NO.		  DIGITAL INTEGRATED COMMUNICATION SYSTEM

					     DICS 6100
6101		  15525		  Central Unit, mounted in wall/desk cabinet

9 U. Max. conf.: 12 line cards ea 8 lines, 24 VDC
• Weight: 30 kgs
• Dimensions: 630x478x615 mm

15 U. Max. conf.: 12 line cards ea 8 lines, 24 VDC
• Weight: 44 kgs
• Dimensions: 630x746x615 mm

• Weight: 3 kgs
• Dimensions: 483x132x122 mm (19” 3HU)

6101A	 16078		  Central Unit, mounted in wall/desk cabinet

6102		  15732			  Central Unit, mounted in wall/desk cabinet

6100		 15232		  Central Unit, without cabinet

		  15618		  Power Module for 6101, 24 VDC

		  15629		  Power Module for 6101, AC / DC

15 U. Max. conf.: 24 line cards ea 8 lines, 24 VDC
• Weight: 44 kgs
• Dimensions: 630x746x615 mm

Max. conf.: 12 line cards ea 8 lines, 24 VDC
• Weight: 4 kgs
• Dimensions: 483x132x192 mm

• Weight: 1,5 kgs
• Dimensions: 483x132x122 mm (19”, 3HU)

		  2 X 15618		  Power Module for 6102, 24 VDC

		  2 X 15629		  Power Module for 6102, AC / DC

		  15526		  Complete Digital Intercom Card kit, ea 8 lines
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TYPE		 ART NO.		  DIGITAL INTEGRATED COMMUNICATION SYSTEM

					     DICS 6100

Loudspeaker connection
• Loudspeaking / handset operation
• Memory Buttons
• Built in relay, max 5A
• Weight: 2,0 kgs
• Dimensions: 150x200x154 mm
• IP-56

		  15527		  Complete DTMF Telephone Card kit, ea 8 lines

		  15528		  Complete Trunk Card kit ea 4 trunks

		  15896		  Set of Spare Parts for 6101/6102 system

6111		  17652		  W.P unit w/handset, relay for external signal

6110		  15517/33		  Indoor Unit, table or wall w/wall contact
• Loudspeaking / handset operation
• Memory Buttons
• Weight: 0,9 kgs
• Dimensions: 175x230x80 mm

Relay for external signal and loudspeaker connection
• Headset Connection
• Built in relay, max 5A
• Weight: 1,0 kgs
• Dimensions: 150x200x154 mm
• IP-56

6112		  16935		  W.P unit without handset

		  16433		  Customer specified Set-Up programming

6113		  16926		  Flush m. unit w/handset
Relay for external signal and loudspeaker conn.
• Loudspeaking / handset operation
• Memory Buttons
• Built in relay, max 5A
• Weight: 1,2 kgs
• Dimensions: 192x240x126 mm



             						       	  	                			         Jotron Phontech Product Catalogue

www.jotron.com

• Weight: 1,5,kgs
• Dimensions: 150x236x44 mm
• IP-56

6122		  15903		  Portable W.P. unit w/bracket and Loudspeaker HP-15T

6114		  16940		  Portable W.P. unit w/5 m cable and plug

6124		  16941		  W.P unit, wall m.

• Weight: 1,5 kgs
• Dimensions: 125x236x42 mm
• IP-56

• 10 m cable and plug
• Weight: 4,0 kgs
• Dimensions: 201x312x336 mm

9011		  17575		  Plugbox, W.P. for 6114 & 6122
• Weight: 0,3 kgs
• Dimensions: 130x100x52 mm
• IP-56

• Weight: 0,8 kgs
• Noise Cancelling Microphone

6035		 14774		  Headset w/10 m cable & hook switch for 6112

TYPE		 ART NO.		  DIGITAL INTEGRATED COMMUNICATION SYSTEM

					     DICS 6100

FIBOX	 17716			  W.P. Cabinet for 6112

FIBOX	 17714			  W.P. Cabinet for 6111, 6112 & Headset 6035

• Weight: 1,5 kgs
• Dimensions: 315x215x170 mm

• Weight: 5,7 kgs
• Dimensions: 515x415x230 mm

21

6123		  16917		  Flush m. unit w/handset
Relay for external signal and loudspeaker conn. Light & Dimmer
• Loudspeaking / handset operation
• Memory Buttons
• Built in relay, max 5A
• Weight: 1,2 kgs
• Dimensions: 192x240x126 mm
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Phontech Digital Integrated Communication System DICS 6100
The DICS 6100 Integrated Communication as an Automatic Telephone Exchange

AUTOMATIC TELEPHONE EXCHANGE

22
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TYPE		 ART NO.		  AUTOMATIC TELEPHONE EXCHANGE
					     PHONTECH DICS 6101

6101					     DICS 6101 Central Unit, 24 analogue lines
4 trunks, 220 VAC - 24 VDC
• Weight: approx 30 kgs
• Dimensions: 630x472x615 mm

6101					     DICS 6101 Central Unit, 32 analogue lines
4 trunks, 220 VAC - 24 VDC
• Weight: approx 30 kgs
• Dimensions: 630x472x615 mm

6101					     DICS 6101 Central Unit, 40 analogue lines, 4 trunk lines

		  15897		  Set of Spare Parts for 6101 PABX

23

5110		  16182		  Standard indoor telephone
Table or wall mounted, w/wall contact
• Loudspeaking / handset operation
• Memory Buttons
• Weight: 0,8 kgs
• Dimensions: 175x230x80 mm

TELEPHONE & ACCESSORIES

Gigaset 5005  17719   		  Standard  indoor telephone desk mounted
• Also available as wall mounted
• Handseth operation only
• Memory buttons
• Weight : 0,45kgs
• Dimensions: 200x168x75mm

5113		  17151			  Telephone, console mounted
• DTMF Analog Telephone
• Loudspeaking / handset operation
• Memory Buttons
• Built In Relay, max 5A
• External loudspeaker connection
• Weight 1,2kgs
• Dimensions: 192x240x140 mm

6101					     DICS 6101 Central Unit, 88 analogue lines, 4 trunk lines

6101					     DICS 6101 Central Unit, 80 analogue lines, 4 trunk lines

6101					     DICS 6101 Central Unit, 72 analogue lines, 4 trunk lines

6101					     DICS 6101 Central Unit, 64 analogue lines, 4 trunk lines

6101					     DICS 6101 Central Unit, 56 analogue lines, 4 trunk lines

6101					     DICS 6101 Central Unit, 48 analogue lines, 4 trunk lines
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TYPE		 ART NO.		  AUTOMATIC TELEPHONE EXCHANGE
					     TELEPHONE & ACCESSORIES continues..

FEP-2010	 15387		  Telephone, console mounted

FEP-2010R	 16446		  Telephone, console mounted, w/relay

FEP-2010L	 17344			  Telephone, console mounted, w/illumination
• Weight: 1,6 kgs
• Dimensions: 110x280x90 mm

• Weight: 1,6 kgs
• Dimensions: 110x280x90 mm

• Relay max 5A
• Weight: 1,6 kgs
• Dimensions: 110x280x90 mm

5111		  16715			  Watertight telephone, wall mounted
• Weight: 1,7 kgs
• Dimensions: 128x190x291 mm
• Protection: IP 65
• Strong call tone > 95db (A), 1m
• Solid steel handset cord

5111-H	 16759		  Watertight telephone, wall mounted

24

• Weight: 1,7 kgs
• Dimensions: 128x190x291 mm
• Protection: IP 65
• Strong call tone > 95db (A), 1m
• Solid steel handset cord
• Headset input

5123		  17150		  Telephone, console mounted w/illumination & dimmer
• DTMF Analog Telephone
• Loudspeaking / handset operation
• Memory Buttons
• Built In Relay, max 5A
• External loudspeaker connection
• Weight 1,2kgs
• Dimensions: 192x240x140 mm

5133  		 17368  		  Payphone , console mounted , w/ display
• DTMF Analog Telephone
• Application software on CD
• Weight : 1,35kgs
• Dimensions: 192x240x150 mm

		  17455  		  Smartcard , rechargable

OmniKey    17456  		  Charger for smartcard w/ USB connector           
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TYPE		 ART NO.		  AUTOMATIC TELEPHONE EXCHANGE
					     TELEPHONE & ACCESSORIES

5000		 17568		  Tel. Line Relay Unit

SVEA II	 17684		  Fixed Cellular Terminal for Maritime Applications

AC2IM2	 17943			   Comrod GSM Antenna, 3Band for SVEA II
• Weight: 0,5 kgs
• Height: 0,55 mm

• Relay max 5A
• Weight: 0.3 kgs
• Dimensions: 130x100x52 mm
• IP-56

• Weight: 1540 gram
• Dimensions: 210x200x55 mm

• Weight: 0,8 kgs
• Noise Cancelling Microphone

6035		 14774		  Headset w/10 m cable & hook switch for 5111-H

CALL LOGGING  16349		  Tel-Log, Single Line

• Weight: 5,7 kgs
• Dimensions: 227x294x130 mm

RESISTEL	 10782		  EX Telephone Fernsig

		    16474		  Tel-Log, Multi Line w/2 line cards

		    16475		  Tel-Log, Multi Line w/3 line cards

		    16476		  Tel-Log, Multi Line w/4 line cards

		    16477		  Tel-Log, Multi Line w/no line cards

		    16478		  Tel-Log, Multi Line for Multi-Line Systems 25

	 	 14932		  DORO 750X
• Cordless DECT phone/analogue line
• IP-54
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Phontech Public Address and 
Alarm System: SPA 1500
The SPA 1500 system is a standard marine Small Public 
Address system, especially designed to cover the need 

PUBLIC ADDRESS SYSTEM

for PA and entertainment distribution onboard small 
and medium size vessels. This system has a very com-
pact design, but comprises much of the functionality 
of larger systems. The customers may choose between 
many optionally functions/facilities, and thus obtain an 
almost tailor-made PA system.

26
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TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM

					     SPA 1500
1500		 14111			   Central Unit

		  14151			  Converter 110-240VAC / 24VDC Back-up

1510		  14134			  Cabinet/Table rack, 6HU

1530		  14135/15690	 Cabinet/Table rack w/power distr. term., 12HU

		  14224		  Amplifier 240W/100V, 220VAC/24VDC

• Weight: max. 60 kgs w/amplifiers
• Dimensions: 553x604x600 mm

• 3 zones + All
• 2 entertainment input
• Pabx interface
• 3 user / microphone input
• Supply voltage: 24VDC
• Size: 19” 3HU
• Weight: approx. 3,0 kgs

• Built in SPA 1500 module

• Weight: max. 30 kgs w/amplifiers
• Dimensions: 553x336x600 mm

		  13782		  Amplifier 120W/100V, 220VAC/24VDC

		  14136			  Amplifier 360W/100V, 220VAC/24VDC

		  15689		  Power distribution terminal
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• Size: 19” 3HU
• Weight: 19 kgs

• Size: 19” 3HU
• Weight: 14 kgs

• Size: 19” 3HU
• Weight: 21,0 kgs
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TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM

					     SPA 1500

1504	 	 14434		  Entertainment module w/2 x Radio or CD

		  14152		  Ding-Dong generator

		  14941		  Alarm generator dual w/2 alarms, Ding-Dong gen.
• Built in SPA 1500 module

• Size: 19” 3HU

• Built in SPA 1500 module

• Built in SPA 1500 module

		  14139			  Radio/CD player, AM/FM, RDS

		  14581		  Set of Spare Parts

28

		  16571			  Amplifier 480W/100V, 220VAC/24VDC
• Size: 19” 3HU
• Weight: 22,0 kgs
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TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM
					     SPA 1500 - CONTROL & ADDITIONAL UNITS

1501		  16804		  Control unit w/gooseneck microphone

1506		  16805		  Control unit w/hand microphone

		  15378			  Wall mounting box for 1501 & 1506

3 zones + All, Console mounted
• Weight: 0,60 kgs
• Dimension: 144x96x50 mm

3 zones +
All, Console mounted
• Weight: 0,60 kgs
• Dimension: 144x96x50 mm

• Weight: 0,3 kgs
• Dimension: 200X120X80 mm

• Water proof
• Dimension: 120x122x145 mm
• Weight: 1,25 kgs

1176		  12898		  Microphone station without zone selection

without zone selection, console mounted
• Weight: 0,30 kgs
• Dimension: 120x80x70 mm

0012		 11254 		  Control unit w/gooseneck microphone

9017		  14197 		  Hand mic. w/curl cord & plug, indoor type
• Weight: 0,25 kgs

9217		  14199 		  Hand mic w/curl cord & plug, outdoor type
• Weight: 0,25 kgs
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TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM
					     SPA 1500 - CONTROL & ADDITIONAL UNITS

1178		  12900		  Microphone station without zone selection

1503		  14246		  Alarm panel, 1 x alarm button

1505		  14844		  Alarm panel, 2 x alarm button

Built in alarm button, weather proof
• Weight: 1,25 kgs
• Dimension:120x122x145 mm

1 x status light, console mounted
• Weight: 0,10 kgs
• Dimension: 144x48x70 mm

1 x status light, console mounted
• Weight: 0,15 kgs
• Dimension:144x48x70 mm

Max. 6W, flush or wall mounted
• Weight: 0,20 kgs
• Dimension: 80x80x63 mm (wall mounted)

LST6APR	 14525 		  Local volume control w/override relay

LST40APR	15147 		  Local volume control w/override relay

Max. 40W, flush or wall mounted
• Weight: 035 kgs
• Dimension:152x81x58 mm (wall mounted)

• Weight: 0,3 kgs
• Dimensions: 130x100x52 mm
• IP-56

9000		 17569		  Relay Unit for ext. signal source, wall mounted

• Weight: 0,3 kgs
• Dimension:100x130x52 mm
• IP-56

9002		 17571			  Junction box for loudspeaker, IP56

30
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1290		 13923		  Amp. w/preampl. 120W/100V, 220VAC/24VDC
• Weight: 20,85 kgs
• Size: 19” 3HU

TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM
					     SPA 1500 - CONTROL & ADDITIONAL UNITS

1594		  16654		  Amp. w/preampl. 240W/100V, 220VAC/24VDC
• Weight: 21 kgs
• Size: 19” 3HU

1467		  16985		  Rotatable Stand for Loudhailer
• Weight: 13 kgs
• Total length: 2 m
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Phontech Public Address and 
Alarm System - MPA 1600
The MPA 1600 system is a marine and offshore Public 
Address System, especially designed to meet the require-
ments for PA/GA and entertainment distribution onboard 

PUBLIC ADDRESS SYSTEM

ships and mobile offshore units. The system is in con-
formity to SOLAS, IMO and IEC regulations. Based on 
modular design and flexible configuration, the system 
covers a wide range of installation complexities from 
small single loop to fully duplicated systems utilizing 
total redundancy.

32
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TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM

					     MPA 1600
1600		 16435		  Central Unit

• 6 zones + All
• 2 entertainment input
• Pabx interface
• 6 user / microphone input
• Supply voltage: 24VDC
• Size: 19” 1HU
• Weight: approx. 3,0kg

• Console mounted
• Also available with handmicrophone (p/n 16819)
• Weight: approx. 0,85 kgs
• Dimension: 144x144x33 mm

1601		  16818		  Control unit, 6 zones + All w/gooseneck mic.

• Weight: 3 kgs
• Dimensions: 483x132x122 mm (19” 3HU)

		  15629		  Power Module for 1600, AC / DC

• Size: 19” 3HU
• Weight: 19 kgs

		  14224		  Amplifier 240W/100V, 220VAC/24VDC

		  13782		  Amplifier 120W/100V, 220VAC/24VDC
• Size: 19” 3HU
• Weight: 14 kgs

• Size: 19” 3HU
• Weight: 21,0 kgs

		  14136			  Amplifier 360W/100V, 220VAC/24VDC

1610		  16439		  Cabinet / Table rack, 15HU
• Weight: max. 60 kgs w/amplifier

		  16571			  Amplifier 480W/100V, 220VAC/24VDC

• Size: 19” 3HU
• Weight: 22,0 kgs
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TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM

					     MPA 1600

1603		  16817		  Alarm control panel

1503		  14246		  Alarm panel, 1 x alarm button

1505		  14844		  Alarm panel, 2 x alarm button

4 pushbuttons, console mounted
• Weight: approx. 0,40 kgs
• Dimension: 144x96x40 mm
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1 x status light, console mounted
• Weight: 0,10 kgs
• Dimension: 144x48x70 mm

• Weight :  2,30kgs
• Dimensions: 200x160x140 mm

EV-20R	 16198		  Message Storage Module
• 4 messages
• 19” Mounting
• Weight: 1,15 kgs

• Size: 19” 2HU
• Weight: 5,7 kgs

1602a	 16437		  Entertainment module w/2 x Radio or CD

1308/1  	 14310  		  W.P. Microphone station for dual MPA system (Safe Area)             

1 x status light, console mounted
• Weight: 0,15 kgs
• Dimension:144x48x70 mm

• Weight :  2,30kgs
• Dimensions: 200x160x140 mm

1663  		 17256 		  W.P. Mic. station w/ GA button for dual MPA system (Safe Area)             
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LST6APR	 14525 		  Local volume control w/override relay

LST40APR	15147 		  Local volume control w/override relay

9000		 17569		  Relay Unit for ext. signal source, wall mounted

Max. 6W, flush or wall mounted
• Weight: 0,20 kgs
• Dimension: 80x80x63 mm (wall mounted)

Max. 40W, flush or wall mounted
• Weight: 035 kgs
• Dimension:152x81x58 mm (wall mounted)

• Weight: 0,3 kgs
• Dimensions: 130x100x52 mm
• IP-56

TYPE		 ART NO.		  PUBLIC ADDRESS SYSTEM

					     MPA 1600

35
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LOUDSPEAKERS
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TYPE		 ART NO.		  LOUDSPEAKERS

					     W.T.HORNSPEAKERS
HP-6C	 15023/16482	 8W, 8/20 OHMS, IP 66

• Weight: 0,5 kgs
• Dimensions: 98x85 mm

• Weight: 1,0 kgs
• Dimensions: 139x197 mm

HP-10	 10755/10756	 10W, 8/20 OHMS, IP 56

HP-15	 10758/10759	 15W, 8/20 OHMS, IP 56
• Weight: 1,4 kgs
• Dimensions: 200x250 mm
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TYPE		 ART NO.		  LOUDSPEAKERS

					     W.T.HORNSPEAKERS

• Weight: 0,8 kgs
• Dimensions: 96 x 118 mm

HP-6-CT	 14076		  6W, 100 V line, IP66

• Weight: 0,81kgs
• Dimensions: 135x95mm

HP-8T  	 17879 		     8W, 100V line, IP67

• Weight: 1,9 kgs
• Dimensions: 237x286 mm

HP-20	 12234/12792	 20W, 8/20 OHMS, IP 67

• Weight: 1,8 kgs
• Dimensions: 237x286 mm

HP-30	 13700/16479	 30W, 8/20 OHMS, IP 67

HP-15T	 10760		  15W, 100 V line, IP56
• Weight: 1,7 kgs
• Dimensions: 200x250 mm

DSP-15T	 17233		  15W, 100 V line, IP67
• Weight: 2,2 kgs
• Dimensions: 144x86x207 mm

• Weight: 1,3 kgs
• Dimensions: 193x197 mm

HP-10T	 10757		  10W, 100 V line, IP56
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CW-4	 16485/11806	 6W, 8/20 OHMS
• Weight: 1,0 kgs
• Dimensions: 250x270x188 mm

TYPE		 ART NO.		  LOUDSPEAKERS

					     W.T.HORNSPEAKERS

• Weight: 2,3 kgs
• Dimensions: 237x286 mm

HP-20T	 13622		  20W, 100 V line, IP67

DST100	 13212			  Driver Unit, Max. 100W for DH30/50

HP-30T	 13288		  30W, 100 V line, IP67
• Weight: 2,3 kgs
• Dimensions: 237x286 mm

• Weight: 6,1 kgs w/driver unit
• Dimensions: 325x525 mm

DH30		 11936		  100W, 100 V line, IP67

38

• Weight: 7,6 kgs w/driver unit
• Dimensions: 505x681 mm

DH50	 11935			  100W, 100 V line, IP67

• Weight:  1,0kgs
• Dimensions: 210x210x6 mm

B-406T   	 11397  		  6W, 100V line

CABINET SPEAKERS FOR WALL MOUNTING
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TYPE		 ART NO.		  LOUDSPEAKERS
					     CABINET SPEAKERS FOR WALL MOUNTING

• Weight: 1,2 kgs
• Dimensions: 250x270x188 mm

CW-4T	 12025		  6W, 100 V line

• Weight: 0,8 kgs
• Dimensions: 206x104x55 mm

SAFE-10T	 14969		  10W, 100 V line, IP 56

CAU-4T	 13232		  6W, 100 V line, IP 55
• Weight: 1,8 kgs
• Dimensions: 126x237x100 mm

FOR ALLEY IN ALUMINIUM
CAR-4T	 11553			  4W, 100 V line

• Weight: 1,7 kgs
• Dimensions: 200x250 mm

CAR-6T	 11842		  6W, 100 V line

CAR-6	 11480		  6W, 20 OHMS
• Weight: 2,3 kgs
• Dimensions: 237x286 mm

• Weight: 2,3 kgs
• Dimensions: 237x286 mm

CAR-6	 16486		  6W, 8 OHMS
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TYPE		 ART NO.		  LOUDSPEAKERS

					     FOR ALLEY

• Weight: 0,7 kgs
• Dimensions: 228x100 mm

B-620	 16483		  6W, 20 OHMS

• Weight: 0,7 kgs
• Dimensions: 228x100 mm

B-620	 10746		  6W, 8 OHMS

BF-620T	 12256		  6W, 100 V line
• Weight: 0,7/0,9 kgs
• Dimensions: 228x100 mm

• Weight: 0,9 kgs
• Dimensions: 228x100 mm

B-620T	 11351			  6W, 100 V line
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CEILING

• Weight: 1,0 kgs
• Dimensions: 165x150 mm

BF-560T	 16235		  6W, 100 V line

CP-66T  	 15428  		  6W, 100V line
• Weight: 0,77kgs
• Dimensions: 270x149x67mm

• Weight: 0,88kgs
• Dimensions: 121x132mm

HPS-6CT  	 17177  		  6W, 100V line, IP66
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TYPE		 ART NO.		  LOUDSPEAKERS
					     LOUDSPEAKERS ATEX APPROVED

• Weight: 2,8 kgs
• Dimensions: 164x247 mm

HS-15EExmNT	11348			  15W, 100 V line, IP 67, Ex dem IIB + H2 T6		

HS-8EExmNT	 12257		  8W, 100 V line, IP 67, Ex dem IIB + H2 T6		
• Weight: 1,8 kgs
• Dimensions: 124x115 mm

• Weight: 2,2 kgs
• Dimensions: 144x207 mm

DSP-15EExENT	 16228		  15W, 100 V line, IP 67, Ex dem IIB + H2 T6		

• Weight: 3,4 kgs
• Dimensions: 250x340 mm

DSP-25EExeNT	12761			  25W, 100 V line, IP 67, Ex dem IIB + H2 T6		

• Weight: 3,5 kgs
• Dimensions: 178x171x145 mm

CAREEX-6T	 14535		  6W, 100 V line, IP54, Ex dem IIB + H2 T6		

		  All 100 V Line speakers can be fitted with fuses, (except EX speakers)	
Other types of loudspeakers available on request.

• Weight: 2,1 kgs
• Dimensions: 134x88x146 mm

CAREEX-36T	 17293		  6W, 100 V line, IP54, Ex dem IIB + H2 T6		

• Weight: 2,3 kgs
• Dimensions: 272x197x342 mm

DSP-15EExmNTSL17294		  25W, 100 V line, IP 67, Ex dem IIB + H2 T6

• Weight: 4,0 kgs
• Dimensions: 200x172 mm

BA-56T	 15746		  6W, 100 V line, IP54, Ex dem IIB + H2 T6
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SIGNAL EQUIPMENT

42
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TYPE		 ART NO.		  SIGNAL EQUIPMENT

1009		 11272			  Alarm Horn
• IP-56
• SPL: approx. 110dB / 1m
• Supply voltage: 24VDC
• Weight: 1,1 kgs
• Dimensions:139x139x197 mm

• IP-55 or IP-56
• SPL: 100dB / 1m
• 10 diff. alarm tones selectable
• Supply voltage: 24VDC
• Weight: 0,2 kgs
• Dimensions: 86x86x63 mm

SON 1FW	 13548		  Electronic Sounder

• IP-44
• SPL: 100dB / 1m
• Supply voltage: 24VDC
• Weight:1,3 kgs
• Dimensions: 154x180x91 mm

56-24	 14717			  Alarm Bell

56-230	 14300		  Alarm Bell
• IP-44
• SPL: 100dB / 1m
• Supply voltage: 230VAC
• Weight:1,3 kgs
• Dimensions: 154x180x91 mm

• IP-65
• Flash energy: 5 Ws
• Colour: Amber,Blue,Red,Green
• Supply voltage: 230 / 115VAC
• Weight: 0,22 kgs
• Dimensions: 100x100x138,5 mm

W828A/B				    Flashlight

		  16231			  Wall bracket for W828A

• IP-68
• Flash energy: 36.000 Pk lumen
• Colour: Amber, Blue
• Supply voltage: 24VDC
• Weight: 0,7 kgs
• Dimensions: 100 x 150mm

MF 1117	 16230		  Flashlight



                Jotron Phontech Product Catalogue

42

TYPE		 ART NO.		  SIGNAL EQUIPMENT

R400					    Rotating Light
• IP-65
• Revolving speed:120 RPM
• Colour: Amber,Blue,Red,Green
• Supply voltage: 230 / 115VAC
• Weight: 1,0 kgs
• Dimensions: 205x150x150 mm

• IP-65
• Revolving speed: 160 RPM
• Colour: Amber,Blue,Red,Green
• Supply voltage: 24VDC
• Weight: 1,0 kgs
• Dimensions: 205x150x150 mm

R401					    Rotating Light

• IP-55 or IP-56
• SPL: 100dB / 1m
• 10 diff. alarm tones selectable
• Colour: Amber,Blue,Red,Green
• Joules: 5
• Supply voltage: 24VDC
• Weight: 0,35 kgs
• Dimensions: 174x111,5x83 mm

SON FL 101				   Combined Sounder & Flashlight

R300VB	 14978		  Wall Bracket for R400/401
• Weight: 0,65 kgs
• Dimensions: 250x150x150 mm

• IP-55 or IP-56
• SPL: 100dB / 1m
• 32 diff. alarm tones selectable
• Colour: Amber, Blue, Red, Green
• Joules: 5
• Supply voltage: 230 / 115VAC
• Weight: 0,35 kgs
• Dimensions: 174x111,5x83 mm

AL100-230/115			   Combined Sounder & Flashlight

• Protection class: EEx II
• IP-66
• SPL: approx. 105dB / 1m
• 4 diff. alarm tones selectable
• Colour: Amber,Blue,Red,Green
• Joules: 3
• Supply voltage: 230VAC
• Weight: 1,5 kgs
• Dimensions: 195x150x104 mm

TWINEX	 14737		  Combined EX - Sounder & Flashlight

44
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TYPE		 ART NO.		  SIGNAL EQUIPMENT

XB-9		 15144			  EX Flashlight
• Protection class: EEx II
• IP-66
• Colour: Amber,Blue,Red,Green
• Joules: 5
• Supply voltage: 24VDC
• Weight: 1,6 kgs
• Dimensions: 270x81x81 mm

• Protection class: EEx de IIC T4
• IP-67
• SPL: approx. 110dB / 1m
• 32 diff. alarm tones selectable
• Supply voltage: 24VDC
• Weight: 3,2 kgs
• Dimensions: 181x155x263 mm

BExS110D	 15986		  EX Sounder

KTV 75/400	 14715			  Typhone and Solenoid valve, EX
• IP-65
• SPL: approx. 136dB / 1m
• Supply voltage: 230VAC
• Weight: approx. 1,5 kgs
• Dimensions: 125x125x375 m
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Phontech Sound Reception 
System: SR 8200
The Sound Reception System SR 8200  is designed for 

SOUND RECEPTION SYSTEM

use on a one man operated  bridge to receive sound 
signals from  outside the wheelhouse. The system is in  
accordance with Det Norske Veritas (DNV) Rules for 
Ships, Part 6 Chapter 8 – Nautical Safety.

46
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TYPE		 ART NO.		  SOUND RECEPTION SYSTEM

					     SR 8200
SR-8200	 16793		  Central Unit

• 4x Microphone inputs
• LED indication of traffic
• Mute output for vessel’s own typhoon
• Console or Bulkhead mounted
• Supply voltage: 24VDC
• Weight: 0,8 kgs (console mounted)
• Dimensions: 144x144x100 mm

• IP-56
• Built-in heating element
• Fixed with 2m cable
• Weight:0,5 kgs
• Dimensions: 118x132x62 mm

SR-8201	 14188		  Microphone Unit

• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56

9002		 17571			  Junction box for microphone, IP56

		  14256		  Wall box for SR-8200
• Weight: 0,65 kgs
• Dimensions: 200x148x100 mm

		  11618			  Set of spare parts
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Telrad Marine Antenna 
Amplifier System: ARGO A1
The Argo A1 Marine Antenna Amplifier System is designed 
to receive, amplify and distribute broadcasted radio and 
TV signals at sea. The excellent performance of the system 

MARINE ANTENNA AMPLIFIER SYSTEM

is based on the compact and sophisticated design. The 
Argo A1 system is the obvious choice for vessels which 
require a high quality reception of weak and strong sig-
nals simultaneously when the ship is close to coast line. 
Additional input for satellite S band area (250 – 450 
Mhz ) and Video Ch 36 (592 -598 Mhz)

48
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TYPE		 ART NO.		  MARINE ANTENNA AMPLIFIER SYSTEM

					     ARGO A1
TRA1		  15550		  Main Distribution Amplifier

• UHF / VHF / AM
• Built-in AGC
• Max. 40 antenna outlets
• Video input
• S-band input
• Bulkhead mounted
• Supply voltage: 90-230VAC
• Weight: 1,0 kgs
• Dimensions: 170x261x60 mm

• UHF / VHF / AM
• Max. 40 antenna outlets
• Bulkhead mounted
• Supply voltage: 90-230VAC
• Weight: 1,3 kgs
• Dimensions: 170x180x60 mm

TRDA		 15989		  Distribution Amplifier

• Weight: 0,15 kgs
• Dimensions: 80x80x40 mm

BM023	 15559		  Complete Radio/TV outlet, wall mounted

TRF1		  15462		  Preamplifier
• UHF / VHF
• Built-in AIS trap
• Direct Antenna mounted
• Weight: 0,10 kgs
• Dimensions: 80x26x26 mm
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TYPE		 ART NO.		  MARINE ANTENNA AMPLIFIER SYSTEM

					     ARGO A1
EAC 16	 15508		  Tap-off filter

• Weight: 0,2 kgs
• Dimensions: 100x80x30 mm

• Weight: 0,3 kgs
• Dimensions: 130x100x40 mm

EBL 44	 15595		  Splitter 4-ways

• Weight: 2,9 kgs
• Dimensions: 630x630x260 mm

E-101		 15461		  Etronic Marine Antenna, TV/FM

EBC 20	 15509		  Splitter 2-ways
• Weight: 0,2 kgs
• Dimensions: 100x80x30 mm

AR 82	 15507		  Comrod AM whip Antenna, 8m
• Weight: 8,2 kgs

AR 30M8	 16233		  Comrod AM Antenna, 2,6 m
• Weight . 0,7 kgs
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TYPE		 ART NO.		  MARINE ANTENNA AMPLIFIER SYSTEM

					     ARGO A1
PR-414/PR-11	 15290		  Naval AM/FM/TV Antenna incl. Power supply

• Weight: 4 kgs
• Dimensions: 440x200 mm

Super	 15456		  Coaxial Cable, meter
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ASCOM Wireless Paging System WP 900

WIRELESS PAGING SYSTEM

52

WP 900 Wireless Paging System has been developed to 
increase the accesibility and security of the crew who fre-
quently move at work. WP 900 can be fully integrated with 

Phontech Communication Systems to increase the ef-
ficiency of the crew operation.
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TYPE		 ART NO.		  WIRELESS PAGING SYSTEM

					     WP 900
U952C	 15725		  Transmitter Unit (U952T + T942C/2)

• Frequency 27.300MHz (standard)
• 5W output
• Bulkhead mounted
• Supply voltage: 12,5VDC / 3A
• Weight: 1.0 kgs (H952T), 0,6 kgs (T942C/2)
• Dimensions: 275x130x60 mm ea.

• Weight: 0,650 kgs
• Height: 680mm

CXL-70	 17414			  UHF Antenna

U914T	 14755		  Receiver Unit
• Tone and text messages
• Display with max. 120 characters
• IP-64
• AAA alkaline battery (standard)
• Weight: 0,084 kgs incl. Battery
• Dimensions: 86x51x19 mm

U914T/V	 17823			   Receiver Unit
• Tone and text messages
• Display with max. 120 characters
• Vibrator
• IP-64
• AAA alkaline battery (standard)
• Weight: 0,084kgs incl. Battery
• Dimensions: 86x51x19 mm

U914T/ATEX 15728		  Receiver Unit
• Tone and text messages
• Display with max. 120 characters
• IP-64
• AAA alkaline battery (standard)
• EX
• Weight: 0,084 kgs incl. Battery
• Dimensions: 86x51x19 mm
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TYPE		 ART NO.		  WIRELESS PAGING SYSTEM

					     WP 900
T942PX	 14749		  Pabx Interface

• DTMF signalling
• Bulkhead mounted
• Supply voltage: 12,5VDC / 1A
• Weight: 0,83 kgs
• Dimensions: 275x130x60 mm

• Max. 8 programmable text messages / 16 characters
• Bulkhead mounted
• Supply voltage: 12,5VDC / 1A
• Additional psu recommended for galvanic isolation
• Weight: 0,6 kgs
• Dimensions: 275x130x60 mm

T941AM-8	 14750		  Alarm Module

PS-12/1	 16146		  Power Supply Unit 230VAC/12,5VDC - 1A
• Weight: 0,840kgs
• Dimensions: 97x88x59

T930PS1	 17459		  Power Supply Unit 230VAC/12,5VDC - 3,5A
• Weight: 0,85 kgs
• Dimensions: 275x130x60
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TYPE		 ART NO.		  WIRELESS PAGING SYSTEM

					     WP 900
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INELTEH Hospital and 
Refrigerator Call System ITCS
The ITCS system is designed for using  onboard ships for 
calling from hospital and refrigerating rooms. It can be 
delivered as “Call from Hospital”, “Call from Refrigerating

HOSPITAL & REFRIGERATOR ALARM SYSTEM

Room” or ”Call from Hospital and Refrigerating Room”
System is realised using units ITCS-1 (single) or ITCS-2 
(double) and arbitrarily numbers or peripheral units like 
ITCS-C!, ITCSC2 or ITCS-C3. Can be fully equipped with
signalling unit type ITCS-S and repeater for call accep-
tance type ITCS-R. 
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TYPE		 ART NO.		  HOSPITAL & REFRIGERATOR ALARM SYSTEM

ITCS-1	 16461		  Control unit for single call indication, flush mounted, 24 VDC

• Weight: 0,35 kgs
• Dimensions: 72x144x86 mm

• Weight: 0,95 kgs
• Dimensions: 72x144x86 mm

ITCS-1	 16462		  Control unit for single call indication, flush mounted, 230 VAC

• Weight: 0,65 kgs
• Dimensions: 144x144x86 mm

ITCS-2	 16464		  Control unit for double call indication, flush mounted, 24 VDC

ITCS-1	 16463		  Control unit for single call indication, flush mounted, 115 VAC
• Weight: 0,95 kgs
• Dimensions: 72x144x86 mm

• Weight: 1,86 kgs
• Dimensions: 144x144x86 mm

ITCS-2	 16465		  Control unit for double call indication, flush mounted, 230 VAC

• Weight: 1,86 kgs
• Dimensions: 144x144x86 mm

ITCS-2	 16466		  Control unit for single call indication, flush mounted, 115 VAC
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TYPE		 ART NO.		  HOSPITAL & REFRIGERATOR ALARM SYSTEM

ITCS-R	 16467		  Repeater unit w/light & buzzer, wall m.
• Weight: 0,62 kgs
• Dimensions: 80x125x58 mm

• Weight: 0,35 kgs
• Dimensions: 80x125x58 mm

ITCS-C1	 16468		  Hospital Call Unit w/cable push button, wall mounted

• Weight: 0,2 kgs
• Dimensions: 80x68x82 mm

ITCS-CS3	 16470		  Refrigerator Unit w/ill. Pushbutton, IP 56, wall mounted

ITCS-C2	 16469		  General Call Unit, wall mounted
• Weight: 0,2 kgs
• Dimensions: 80x125x58 mm

• Weight: 0,24 kgs
• Dimensions: 80x125x58 mm

ITCS-S	 16471			  Additional Signal Unit w/buzzer and led, wall mounted
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TYPE		 ART NO.		  HOSPITAL & REFRIGERATOR ALARM SYSTEM
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• Weight: 0,7 kgs
• Dimensions: 180x150x75 mm

4000		 11289		  Amplifier for connection of 6 headset (max)

• w/10m cable & plug
• Weight: 0,4 kgs

		  16648		  Headset, light weight

8068		 14298		  Amplifier for connection of 12 headset (max)
• Weight: 1,1 kgs
• Dimensions: 200x150x55 mm

• Weight: 0,3 kgs
• Dimensions: 100x130x52 mm
• IP-56

9011		  17575		  Plugbox, weatherproof

TYPE		 ART NO.		  ROUND ROBIN SYSTEM
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• w/10m cable & plug
• Weight: 0,8 kgs
• Noise Cancelling Microphone

0018		 11288		  Headset
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BRIDGE NAVIGATIONAL WATCH 
ALARM SYSTEM - BW-800

• Flush mounted
• VDR NMEA data output
• Automatic dimmer function
• Activity input from Radar & ECDIS
• Input from Auto pilot
• 24V DC main & back-up
• Weight: 0,7kgs
• Dimensions: 160x100x55mm
• IP 22

BW-800	 17876		  Central Unit

• Weight: 0,5kgs
• Dimensions: 160x160x90mm

810		  17884		  Wall Mounting Box for BW-800

• Flush mounted
• Weight: 0,10kgs
• Dimensions: 60x60x25mm
• IP 22

801		  17877		  Reset Unit / Visual Alarm

• Weight: 0,10kgs
• Dimensions: 60x60x25mm

811		  17882		  Wall Mounting Box for 801

TYPE		 ART NO.		  BRIDGE NAVIGATIONAL WATCH ALARM SYSTEM 

					     BW-800

Uni-Safe  Bridge Navigatio-
nal Watch Alarm System 
BW-800
The purpose of a bridge navigational watch alarm system 
(BNWAS) is to monitor bridge activity and detect ope-

rator disability which could lead to marine accidents. 
The system monitors the awareness of the Officer of 
the Watch (OOW) and automatically alerts the Captain 
or another qualified OOW if for any reason the OOW 
becomes incapable of performing the OOW’s duties. 
This purpose is achieved by a series of indications and 
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TYPE		 ART NO.		  BRIDGE NAVIGATIONAL WATCH ALARM SYSTEM 

					     BW-800

• Flush mounted
• Weight: 0,10kgs
• Dimensions: 120x60x25mm
• IP 22

802		  17878		  Alarm Unit w/Visual & Alarm, Bridge

• Weight: 0,15kgs
• Dimensions: 120x60x25mm

812		  17883		  Wall Mounting Box for 802 and 803

• Flush mounted
• Weight: 0,15kgs
• Dimensions:  120x60x30mm
• IP 22

803		  17880		  Selector Switch, Back-up Officer

• 12VDC  (from central unit)
• 10m range
• Wall or ceiling mounted
• Weight : 0,15kgs
• Dimensions: 117x65x47mm

805		  17881		  Motion Sensor

• Wallmounted
• Weight: 0,5kgs
• Dimensions : 120x80x60mm
• IP 65

821					     Reset Unit w/Audio Alarm for Bridge Wing

• Wallmounted
• Weight: 0,35kgs
• Dimensions: 80x80x60mm
• IP 65

831					     Reset Unit for Bridge Wing

ALSO AVAILABLE
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